
Web Video:  http://www.youtube.com/watch?v=cPrGkTZTDHE&feature=mfu_in_order&list=UL

Step 6.
Pull the working end of 
the cord through the 
weave.

Step 8.
Pull the working end of 
the cord through the 
weave.

Step 9.
You have completed the
initial part of the Turk's
Head knot.  Follow the 
path of the original (black)
cord to add sections to the
knot.knot.

Step 10.
Use the hemostat to 
thread the cord through
the Turk's Head knot. 

Step 11.
Remember to simply 
follow the initial path of 
the black cord to add 
layers to the knot.

Step 12.
Continue until 3 strands 
of the cord are woven.

Step 13.
You must now remove 
the "leader" end (black) 
of the cord.  Unweave
it using the hemostat.

Step 14.
Continue weaving the
white section of the cord
until three strands are
shown. Use the hemostat
to tighten cord before
marking it.marking it.

Step 15.
Mark the end of the 
"leader" cord to 
finish the  knot.

Turk's Head Instructions

BOATLEATHER
3050 38TH AVE WEST
SEATTLE WA 98199

206-284-9110
www.boatleather.com
sales@boatleather.com

Required tools:
Scissors 
Matches
Marking pen

Included in kit:
Cord
Hemostat
Instructions

Step 1.
Wrap cord around the
tube section.

Step 2.  
Thread cord under the
black cord.

Step 3.
Look at the knot from 
opposite side.

Step 4.
Lift up the white section of 
the cord on left side and 
cross it over the black section
of the cord.  Hold it in place.

Step 5.
Thread the working end of
the cord under the black 
and over the white.

Step 7. 
Thread the working end of
the cord under the black 
and over the white.



Web Video:http://www.youtube.com/watch?v=cPrGkTZTDHE&feature=mfu_in_order&list=UL

Step 16.
Pull the cord 
through.  Cut 
the cord.

Step 17.
Burn the end.

Step 18.
Pull the end 
under the weave
to hide it.

Step 19.
Mark the other 
end.

Step 20.
Cut the cord. Burn the 
end.

Step 21. 
Pull the end under 
weave to hide and
finish.

Completed Turk's Head

Turk's Head around a spoke.
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Use the same process
only make your initial
cross around the spoke.
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